
 — Outstanding abrasion resistance

 — Resistance to cutting and tearing

 — Excellent crown retention

 — Longer roll  l ife

 — Resistance hydrocarbons

 — Heat resistance to 275° F

Valthane Applications:
Conveyor Rol ls
Sl itter Rol ls
Drive Rol ls
Feed Rol ls
Idler Rol ls
Draw Rolls
Pul ley Rol ls
Sander Rol ls
Reel Spools
Loom Rolls
Bump Rolls
Cutter Hold Down Rol ls
Guide Rol ls
Wrapper Rol ls

Key Features
& General
Specifications

to improve mechanical proper t ies and abrasion resistance. 
The heat aging proper t ies are substantial ly better than other 
competit ive abrasion resistant coverings for the general  industr ial 
rol l  market.

Val ley Rol ler ’s Valthane® Series of rol l  coverings offer 
superior abrasion resistance when compared to alternative 
rol l  coverings. This family of high performance covers has 
been designed to overcome the mechanical and abrasion 
deficiencies of tradit ional nitr i le Buna, neoprene,  Hypalon 
and other standard rol l  covers.
 Valthane® covers offer performance advantages over 
a wide range of operating parameters found within a variety 
of rol l  appl ications. Based on innovative rubber chemistry, 
these unique rol l  covers offer excel lent abrasion resistance, 
superior mechanical and load bearing proper t ies.  In 
addit ion,  Valthane® Series rol l  covers provide chemical 
resistance to oi ls ,  grease and other hydrocarbons.
 Valthane Series of coverings were designed specif ical ly 

Abrasion Resistant Roll 
Coverings for Your Industry

Valthane Series Roll Covering
V A L L E Y  R O L L E R
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ASK US ABOUT:

Maxcess Vision Systems

Specialty Rolls

Performance Series 
Knifeholders

Valthane

P H Y S I C A L  P R O P E R T I E S

Proper ty Valthane

Hardness Shore A 50-99

Abrasion Resistance Excellent

Tear Strength Excellent

Load Bearing Excellent

Hysteresis Poor

Resistance to Denting Fair

Service Temperature 275° F

Ozone Resistance Poor

Resil iency Fair

Recommended Covering Thickness 0.25 - 2.00 in

S O LV E N T /  C H E M I C A L  R E S I S TA N C E

Solvent /  Chemical Valthane

Acid Fair

Caustic Average

Aliphatic Hydrocarbon Excellent

Aromatic Hydrocarbon Average

Chlorinated Hydrocarbon Poor

Esters Poor

Alcohol Above Average

Water Average

Glycols Average

Ketones Poor


